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Switching Valve Solenoid Description
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Power: J-AC, Z-DC, B-RF (Bui lt-inroctification for AC)
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1. The electromagnet can be installed at any directions

2. There should be no gas or dust in the environment that may corrode metal or destroy nonconductor.
Otherwise, it will influence the product lifetime.

3. The electromagnet is suitable for the continuous dusty system or intermittent periodic dusty system.

4.The reasonable fluctuating wave range of supply voltage is 83%~110%

5. The protection degree of enclosure is IP65.
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1. The voltage specification of power supply must conform to that of solenoid itself.
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2. The manual handspike of the solenoid is used manually in the situations of adjustment or emergency.
However, when the backpressure of system is higher, please use cross serewdriver to push it, instead of
striking. The wallop can destroy the manual handspike and the surface of leading hole, resulting in oil leak

or cannot reposition.

3. In the case of using solenoid bidirectionally, solenoid cannot be el

fied simultancously so as to

avoid burn

'
4. In case of burning the solenoid and the electrical control component in improper conditions, the

over—current protection device should be set up between the electrical control system and solenoid.
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1. According to various requirements of users, we can adjust the connect dimensions, the extended

length of handspike, as well as the supply voltage between solenoid and valve body, without modifying the
performance indicator of solenoid.

2. The stroke—force characteristic curve is used for reference only.

3. The normal supplied solenoid is not waterproof. Therefore, please specifically notify us in advance if
you need the waterproof solenoid.

4. The key performance parameter is obtained under the laboratory conditions. The company reserves

the final right to explain and modify the parameter.




用 途 Purpose
本电磁铁适用于单相桥式全波整流的直流电源，电压至220V的控制电路中，作为液压电磁换向阀的动力元件。可配套于德国力士乐（REXROTH）六、十通径螺纹联结电磁换向阀。
DC power supply in this series of electromagnet is suitable for single phase bridge full wave rectifier, a control circuit voltage to 220V, as the power elements of hydraulic solenoid valve. Can be matched in Germany Rexroth (REXROTH) electromagnetic reversing valve six, ten diameterthread connection.
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# B Product Model MFZ12-22YC | MFZ12-25YC | MFZ12-37YC | MFZ12-90YC
HiEHLIE Rated Voltage (V) 12 24 110 22012 24 110 220 | 12 24 110 220 | 12 24 110 220
Hi5E W1 Rated Force (N) =22 =25 =37 =90
HUEATHE Rated Stroke (mm ) 2.8 2.8 2.8 4
4247#2 Total Stroke (mm ) =6.1 =6.1 =6.1 =9
WHEDIZE Power Consumption (W) <30 <26 <30 <36
TRAZ A Oil Pressure ( MPa) 21 21 21 21
PR Operating Frequency (/) 12000 12000 12000 12000
HAPFLALHWire Bag Inner Hole Diameter ( mm ) 16 23 23 314
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